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ABSTRACT
We report two methods for direct observations of avalanches in ferroelectric materials during the motion of domain walls. In the first method,
we use optical imaging techniques to derive changes in domain structures under an electric field. All changes occur through small jumps
(jerks) that obey avalanche statistics. In the second method, we analyze jerks by their displacement current. Both methods reveal a power law
distribution with an energy exponent of 1.6, in agreement with previous acoustic emission measurements, and integrated mean field theory.
This new combination of methods allows us to probe both polarization and strain variations during the motion of domain walls and can be
used for a much wider class of ferroelectrics, including ceramic samples, than acoustic emission.
© 2020 Author(s). All article content, except where otherwise noted, is licensed under a Creative Commons Attribution (CC BY) license
(http://creativecommons.org/licenses/by/4.0/). https://doi.org/10.1063/1.5128892., s
Domain boundary engineering,1–3 where domain walls rather
than domains are the active elements of a ferroic material, is
extensively researched in condensed matter physics. The aim is to
find domain walls exhibiting completely different physical proper-
ties compared with domains, such as polarity in nonpolar materi-
als [SrTiO3,4,5 CaTiO3,6–8 LaAlO3,9 and Pb3(PO4)210] or enhanced
conductivity in insulators [BiFeO3,11–15 Nd2Ir2O7,16 ErMnO3,17–20
LiNbO3,21–26 Pb(Zr,Ti)O3,27–29 BaTiO3,30,31 and for superconduct-
ing domain walls WO332]. Among these systems, BaTiO3 domain
walls stand alone because of the high magnitude of the conductivity
recorded at room temperature.30
In order to take advantage of this metalliclike conductivity in
a device, it is a requirement to know how to create, move, and
erase domain walls at wish. For BaTiO3, charged domain walls can
be obtained by frustrative poling, e.g., by cooling a single crystal
through its cubic to tetragonal phase transition while applying an
electric field along the [111]c direction.31 Domain walls can then be
moved—and erased—by the application of an external electric field,
e.g., along the [−110]c direction.
The motion of ferroelectric domain walls is a nonlinear
dynamic process where ballistic propagation is often superimposed
by sudden jumps called jerks.33–35 Jerks give rise to noise in cur-
rent measurements, as reported in BaTiO3,36–40 Pb(Zr,Ti)O341 and
(Pb,La)(Zr,Ti)O3,42 (Pb,Mg)NbO3,43 and (Pb,Mg)NbO3-PbTiO3.39,44
Such jerks are initiated when walls are pinned and depinned in a
stop-and-go mechanism. The sudden depinning gives rise to a sud-
den strain release which radiates acoustic signals. Similarly, jam-
ming of domain walls emanates strain releases which can be mea-
sured as acoustic bursts. Jerks hence occur in both acoustic and
electric measurements when domain walls are pinned by defects
or because of depolarization fields resulting from local polariza-
tion charges.45–47 Simulations show that they are also observed in
the absence of extrinsic defects in the material and then result only
from interactions between domain walls.48,49 These processes do not
depend on the scale of the energies involved where the same physi-
cal process occurs for small and big release mechanisms. This means
that the dynamics of the domain switching is scale invariant. Jerks
should exhibit all hallmarks of avalanche dynamics and, therefore,
be described by power laws related to the probability to observe
an avalanche with a certain energy.50–53 Such relations for jerks in
the displacement current during ferroelectric switching have been
experimentally reported only in Pb(Zr,Ti)O341 so far.
More specifically, the mobility of ferroelastic domain walls in
ferroelectric materials depends on two order parameters, namely,
polarization and strain, which are combined to define domain wall
profiles. Therefore, avalanche dynamics can be probed through
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changes in polarization, by measuring the displacement current,36–44
but also through changes in strain, by recording acoustic emission.54
Here, we study the prototypical ferroelectric BaTiO3 in (111)c ori-
entation for which charged domain walls have been reported using
three complementary techniques: acoustic emission (previously
reported in Ref. 54), current measurements, and optical microscopy,
which allows us to “listen to, touch, and watch” the motion of the
same ferroelectric domain walls. Optical microscopy gives a direct
insight into the jerky motion of domain walls (“watch”), acoustic
emission probe results of the strain fields (“listen”), and current mea-
surement changes in polarization (“touch”). All three techniques
combined allow us to probe the physics of domain wall avalanches
as a whole.
We visualized the domain structure by measuring birefringence
with an optical microscope in transmission mode. The experimen-
tal setup is sketched in Fig. 1(a): polarized white light is transmitted
through the sample and an analyzer is used to select the polariza-
tion state before the CCD camera. In order to move domain walls,
we applied an electric field along the [−110]c direction through two
silver-paint electrodes on the sides of the sample. We used a picoam-
meter (Keithley 6487) to measure the displacement current of the
sample while cycling the applied electric field.
In order to identify the direction of the ferroelectric polariza-
tion in the different domains, we set the polarizer at, respectively,
0○ and 90○ from the fixed position of the analyzer [Fig. 1(b), upper
panel]. The contrast between domains at 0○ and 90○ is reversed,
which indicates that the optical indicatrix is orthogonal between
adjacent domains. Given the [111]c orientation of the sample and
the fact that, at the surface, domain walls are parallel to the direc-
tion [11-2]c, the change in contrast indicates that the polarization
vectors in the domains are along the [100]c and [010]c axes. The
comparison of images obtained on the upper and bottom surfaces
of the sample, by changing the focus, reveals the same contrast with
the same pattern [Fig. 1(b), bottom panel]. Domain walls are thus
straight and normal to the [−110]c axis across the thickness of the
sample.
We cycled the voltage between ±300 V at 0.1 V/s and 1 V/s
(depending on the experiment) while measuring the displace-
ment current and birefringence (12 frames/s). Figure 1(c) shows
birefringence images taken at 0 V and 300 V for the increasing
field and at 0 V and −300 V for decreasing field. On increasing the
field, dark domains expand and bright domains shrink. This can
only be understood if the bright and dark domains have polariza-
tion directions with opposite components along the direction of the
applied field, i.e., [−110], from which we conclude that the domain
walls are charged. The polarization direction in the domains can
be determined using past studies of domain structures in [111]c-
oriented BaTiO3.30,31 The obtained domain structure remains sta-
ble on decreasing the voltage to 0 V, but on decreasing further,
the domains move backward toward the initial state. Therefore, we
observe two remanent states of the domain pattern, as expected for
a ferroelectric material.55
We now focus on the dynamics of the observed domain
wall motion. Birefringence images are divided into subregions [see
Fig. 2(a)] for the analysis in order to prevent possible overlap
between simultaneous avalanches and to increase the statistical sig-
nificance by increasing the number of datasets. For each subregion,
we compute the mean value of all pixel intensities as a function of
time (μ). In order to increase the contrast, this calculation is per-
formed with respect to the birefringence image at 0 V. Rather than
being a smooth function of time, birefringence shows jerks, as shown
in Fig. 2(b). We establish a dataset of all jerk amplitudes by com-
puting the first derivate of the mean intensity value (AJerks = dμ/dt)
and of corresponding jerk energies by computing the square of the
amplitudes (EJerks = A2jerks).34 In Fig. 2(b) (bottom), we plot the
energy: it shows few jerks with large energies and many small jerks
with small energies.
In order to check if the energy jerks are power law distributed
and follow the probability distribution function per energy interval
PDF(E) ∼ E−ε, where ε is the energy exponent of avalanches, we use
the maximum likelihood (ML)56 method expressed in the following
equation:
εˆ = 1 + NE≥E0[∑NE≥E0i=1 ln( EiE0 )], (1)
where εˆ is the estimated energy exponent [maximum likelihood
exponent (MLE)], E0 is a varying energy cutoff, and NE>E0 is the
number of jerks with an energy equal or higher than E0.
FIG. 1. (a) Sketch of the experimental setup: polarized white light is transmitted through the 1 × 6 × 1 mm3 BaTiO3 single crystal (field applied across 1 mm) and an analyzer
is used to select the polarization state before the CCD camera. An electric field is applied along the [−110]c, and displacement current is measured with a picoammeter. (b)
The upper panel shows birefringence images for orthogonal angles of the polarizer (0○ and 90○). The lower panel shows images for the same angle of the polarizer but with
focus on top and bottom surfaces of the sample, respectively. (c) Evolution of the domain structure during ferroelectric switching at applied voltages of 0 V and 300 V on
applying the field, 0 and −300 V on removing the field. In (b) and (c), arrows schematize the direction of the polarization in the domains.
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FIG. 2. (a) The birefringence image with
divided areas in N subregions. N = 1
is the total area without any divisions.
(b) Evolution of the birefringence under
electric field with respect to the bire-
fringence at 0 V and the corresponding
energy jerks extracted from three subre-
gions (N1, N2, and N3) from 20 divisions
of the total area. The jerk energy graph
is enlarged to show the small energy
jerks. The inset shows the jerk ener-
gies without enlargement where only the
high energy jerks can be observed. (c)
MLE obtained for a different number of
regions. (d) images curtailed (for N = 20).
In our measurements, the experimental noise is comparable
to the energy of the jerks. Therefore, to characterize the avalanche
behavior of the domain wall motion, we developed two strategies.
In the first one, we assess the statistical significance by computing
the MLE of the jerks for an increasing number of subregions (N)
corresponding to equal-spaced divisions of the same area [Fig. 2(a)].
When jerks are extracted from a single region covering all the sam-
ple (N = 1), as shown in Fig. 2(c), the MLE shows a plateau around
ε = 1.6 with large error bar amplitudes (±0.5). With an increas-
ing number of subregions, and as such datasets, the noise level is
decreased by 80%. For 10 and 20 subregions, the plateau remains at
1.6. However, when the number of subregions is increased up to 100,
the MLE exhibits a slope. This indicates that there are an optimal
number of subregions for the determination of avalanche exponents.
Indeed, for too few subregions, the overlap between avalanches and
low statistic increases the noise in the MLE, while for too many sub-
regions, a majority of avalanches occur across several subregions,
which introduces an energy cutoff in the computed jerks and distorts
the MLE plateau.57
Another strategy to reduce the amount of noise in the energy
jerk spectra is to curtail the number of images per time as a low
pass frequency filtering. Figure 2(d) shows the ML computed for a
different number of images. If we analyze all images, i.e., the raw
data (12 frames/s), the MLE curve shows a deflection around 2.4
and over less than 0.5 decades in energy. If we take 1 image every
25 frames, a peak appears on the MLE that we attribute to exper-
imental noise. However, if we further increase the curtailing, this
peak disappears. A plateau around 1.6 appears for 1 image every 50
frames and is preserved up to 1 image every 200 frames. However,
for large rates such as 1/200, the energy range of the ML plateau is
reduced from 3 decades (1/50) to 1 decade. Indeed, when we curtail
the number of images per analysis, the amplitude of the computed
jerks becomes larger than the experimental noise and the exponent
exhibits a plateau, but when we skip too many images, many jerks
are lost, reducing the statistical significance and the stability of the
plateau. We conclude that there is an optimal curtailing, which is
1/100 in our case: at this value, the energy exponent converges at 1.6
and the energy plateau expands on several decades.
We now focus on the displacement current [Fig. 3(a)] measured
simultaneously with the birefringence images discussed above. It
shows the standard behavior of a ferroelectric material: a peak when
increasing the voltage, caused by polarization switching, and another
peak with the opposite sign when the voltage is reversed. The corre-
sponding jerk energy is computed as the square of the first derivate
of the current [Fig. 3(a), bottom]. Here, we have removed jerks
originating from the smooth regions of the displacement current,
which are artifacts. The MLE analysis exhibits a plateau around 1.6,
in agreement with the plateau obtained from birefringence images
[Fig. 3(b)]. However, the plateau expands over only one decade.
Indeed, the magnitude of the displacement current depends on the
amount of polarization switched per unit of time, and as such, low
energy jerks are not measurable. Moreover, the displacement cur-
rent is measured through the entire sample and the overlap between
avalanches is more likely to occur. These circumstances reduce
the energy range in which the measured jerks behave as a power
law.
Figure 3(b) show the ML analysis for two voltage cycles where
the voltage is increased at different rates. A plateau around 1.6 is
observed for the rate of 1 V/s, in agreement with the simultane-
ous one obtained from birefringence images. There is no plateau at
the rate of 0.1 V/s, suggesting that jerks are below the experimen-
tal noise level. The energy exponent obtained from birefringence is
APL Mater. 8, 011105 (2020); doi: 10.1063/1.5128892 8, 011105-3
© Author(s) 2020
APL Materials ARTICLE scitation.org/journal/apm
FIG. 3. (a) Evolution of the displacement
current (I) under electric field and the
corresponding energy jerks (Ejerks). (b)
MLE for different rates of applied volt-
age obtained from the displacement cur-
rent and birefringence images. (c) Com-
parison of MLE computed from birefrin-
gence images and displacement current
with MLE obtained by acoustic emission
(Ref. 54). (d) Log-log binning plot for the
birefringence images and for the current.
Straight lines indicate a slope of 1.6.
around 1.8, slightly higher than 1.6, caused by the combination of an
increasing amount of lower energy jerks at a lower rate and the lack
of statistics. For jerks in displacement current, these results indicate
that the optimal rate has to be chosen such that overlap of avalanches
is small (low rates) and events large enough to be detected (high
rates). Despite this, the energy exponent obtained is similar to the
one extracted from birefringence images.
In Fig. 3(c), we compared the MLE obtained from birefrin-
gence images, displacement current, and acoustic emission measure-
ments on the same sample.54 Additionally, we show in Fig. 3(d) the
log-log binning for birefringence images and displacement current,
which gives an energy exponent of 1.6. The expected mean field
exponent for avalanches is 1.33.50 The field-integrated mean field
model predicts ε = 1.67,50 which is very close to our experimental
values. This indicates that domain wall switching follows a field-
integrated pathway and that after each pinning or depinning event,
an exponential relaxation follows as part of the avalanche. This expo-
nential relaxation is observed in displacement current (polarization
change), acoustic emission (strain change), and birefringence images
(polarization and strain).
In summary, we used optical images and displacement current
measurements to probe changes in polarization and strain induced
by the motion of domain walls in BaTiO3 (111)c during ferroelec-
tric switching. We observed that domain wall motion is not smooth
but occurs through jerks that exhibit all hallmarks of avalanche
dynamics. The energy distribution of these jerks follows a power law
with an exponent of 1.6, in agreement with previous acoustic emis-
sion measurements,54 and with integrated mean field theory. The
understanding of avalanches present at all length scales is critical for
applications within the framework of domain boundary engineering,
where a precise control of the position of domain walls is required.
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